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MH Pump Usage Guide

Model kW Outlets
Operating 
Pressure  
kPa (PSI)

Flow in LPM
At 0 Suction 

BEP

Building
Type

3AMH2B-51 0.33 140 (20) 60

3AMH3B-51 0.45 200 (28) 60

3AMH4B-51 0.55 260 (37) 60

3AMH5B-51 0.75 320 (45) 60

3AMH6B-51 0.9 400 (57) 60

3AMH7B-51 1.1 460 (65) 60

3AMH8B-51 1.3 540 (77) 60

3AMH9B-51 1.5 600 (85) 60

5AMH2B-51 0.45 140 (20) 80

5AMH3B-51 0.55 200 (28) 80

5AMH4B-51 0.9 260 (37) 80

5AMH5B-51 1.1 320 (45) 80

5AMH6B-51 1.3 400 (57) 80

5AMH7B-51 1.5 460 (65) 80

5AMH8B-51 1.5 540 (77) 80

5AMH9B-51 1.85 600 (85) 80

9AMH2B-51 0.75 160 (23) 150

9AMH3B-51 1.1 240 (34) 150

9AMH4B-51 1.5 340 (48) 150

9AMH5B-51 1.85 420 (59) 150

9AMH6B-51 2.2 500 (71) 150

Tap            1/2 inch Standard Tap, 10 lpm Single Story

Sprinkler   Single garden sprinkler, 20 lpm Double Story

Three Story

Highrise
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